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Introduction

You have purchased a HumidCheck MINI moisture meter. This instrument allows you to measure the
degree of moisture in wood (including paper and cardboard) as well as in soft building materials (mortar,
concrete and plaster). The degree of moisture present in the material is indicated directly on the display.
The meter also displays the ambient temperature. It s portable and extremely easy to use.

Please be sure to read the operating instructions before using your moisture meter for the first time.

Getting started

Open the battery compartment by pulling down the bottom, blue protective cap and insert the batteries
(4 x LR44 button cells), +/- pole as illustrated. Your meter is now ready for use.

Operating instructions
Remove the top, blue protective cap and switch the meter on at the ON/SET button.

Caution: The probes are now exposed.

The backlighting switches on automatically and switches off again after approx. 3 seconds.

The following functions are available:

« Measuring the degree of moisture in wood (a tree icon appears in the display)

« Measuring the degree of moisture in masonry (a wall icon appears in the display)

« Measuring the temperature in degrees Celsius (*C)

« Measuring the temperature in degrees Fahrenheit (*F)

To access the setting mode, press and hold the button for approx. 3 seconds. While the icon is flashing,
press the button again until the meter is in the mode you require and the corresponding icon appears in
the display.

Performing a measurement
To measure the moisture in a material, press both metering probes into the wood andlor material to be
tested. The reading will appear on the display.

When measuring the temperature, the display shows the present ambient temperature directly.

Automatic switch-off
When the meter is not used, it will automatically switch off after approx. 15 seconds.

Battery replacement

« When the batteries are used up, low battery icon appears on the display.

« Use alkaline batteries only. Observe correct polarity. Low batteries should be changed soon to avoid the
damage resulting from a leaking battery. Batteries contain harmful acids. Wear protective glasses and
gloves when handling with leaked batteries.

« Attention: Please do not dispose of old electronic devices and used batteries in household waste. To
protect the environment, take them to your retail store or to appropriate collection sites according to
national or local regulations.
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« Keep your HumidCheck MINI in a dry place.

+ Do not expose the instrument to extreme temperatures, vibration or shock.
« Clean it with a soft damp cloth. Do not use solvents or scouring agents.

Liability disclaimer

« The product is not a toy. Keep it out of reach of children.

« The product is not to be used for medical purpose or for public information, but is determined for
home use only.

No part of this manual may be reproduced without written consent of TFA Dostmann.

Improper use or unauthorized opening of housing will mean the loss of warranty.

Specifications
Measuring range: Resolution:

Wood: 6,0..42,0 % Wood: 1,0%
Building materials: 0,2..2,0 % Building materials: 0,1 %
Temperature: 10°C (32...104°F) Temperature: e
Accuracy:

Wood: Measuring value < 30%: +2 %

Measuring value 30 %: +4 %

Building materials: Measuring value < 1,4 %: 10,1 %
Measuring value > 1,4 %: £0,2 %

Accessories: Probe and battery cover, 4 x LR44 button cell, instruction manual, wrist strap




