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The Ingenious Solution to Indoor & Outdoor Watering Needs

| PlantCare Instruction Manual

General

Congratulations on your purchase of the new patented most-advanced automatic home/Green house/balcony/patio/veranda watering

system, PlantCare.

The PlantCare advanced watering system is microcontrolled, enabling the setting of the required amount of water by automatic control.
PlantCare can be used with dispensed soda bottles of 52.5-70 0z (1.5-2-5 liters). It is allowed to add fertilizers to the bottle without
creating any damage to the watering system.

The PlantCare system comes with distribution pipes for watering two plants simultaneously. However, you can change the splitter

from two to four and use the same system for watering four plants.

Before starting the PlantCare system, make sure all connections are performed according to the instruction manual. It is recommended to start
the PlantCare system at a time when you can supervise it the following day to ensure it is working at the proper watering ]
time and interval.

As for recommended watering quantities and operation intervals, please refer to TABLE A. In case the plants are located in a dry or

ot area, you can increase the watering time by adding at least one stage on the timer selector, s well s using two cripping nozzles for the ‘
same plant in cases of very large plants.

‘The watering plans: there are 4 deferent watering plans on the selector (12): 1, 3,5, 7.

(1) - is every day watering, keeps moisture constant. (3) - Is once in three days for semi drying the plan. (5) - Once in five days for drying the

plants between watering. (7) - Once in seven days, for fully drying the plant between watering,

*When buying the plant, consult the nursery which watering plan you should apply.

The computerized watering timer s preset to Set Number 1, which provides 2.5 0z (70 ml) of water when using two nozzles and is adequate

for watering two small plants or one medium plant. Using a 70 oz 8 liter) bottle provides 20 watering days on average.

For more details, refer to TABLE A.

Table A: Using the PlantCare System with Bottles of 52.5-70 oz (1.5-2 Liters)

52,5-70 0z (1.5-2.0 Liter) Bottles Note: The recommended watering timing may change due to diferent:
envionmenta conitons such as an exta hot or dry arez. I i therefore
1 3 recommendet to add one degree on the fimer i order fo compensate for

TIMER SETTING
extreme conditions.

2NOZZLES | smallpants |2 metfum lans| 2 medium pans | 2 medum-aige
2in 1 plant | 1megium plant i i .

p plont |1 lergeplent [ 1large plant | 1-2 lage plant Small Plant: "-10" up to 70 2 (2 ltess)
‘w}lfaﬁ? 4 small plants | ¢medium plants| 4 medium-large. [ 4 medium-large Medium Plant: 12°-18" up o 1 gallon ( fiers)

Large Pant: 2024 above 1 gllon (above S ters)

2in 1 plant | 2medium plants | 2 large plants |2 arge plants | 2 vy large plants|

Instructions:

Please make sur the botle you gaing o use it the system, s clar from theresdual plastc ring of the botle cork.
T > petehy, Afterconnecting the nozdlepipe (810 the

Open the battery compartment hutter (3).  Add water to th bottle, Inset the sucking main cutput pige (5, the system i now real
Insert o A batteres accordingTothe  ppe (10). Make sure it s piaced poperly 10 be operated. Push the main ONIOFF i
pole signs in th battry compartment ¢). e full vetcl posin.You can 36 {1)to ON. Ahays tes te it connection
Wake sut the pullout boon (5)is fertizers o e water, atach the uitto and operaton at a ime when you Gan.
accessble. Setth timer(17) according o the botte () by screwing it clockise. Supenvse the automaticcperation of the
the attached TABLE . Make sure the uni s eate by operating it sysem, The system wil automaticly start:
ot he swich 12) toseect vatering forfew seconds (about 10-15). At that time, operating o the same time the ollowing
plen. i shoul sart watering.Push the ONIOFF ~ Connec the spliter 7) o the main watring day.The indictor LED (2 biriks 1,
Sateries inserted n the wiong diecion — swich again 0 S(0p 1. ouputpipe 6} 2,3, 014 times, accoring o the timer

will revent operationofthe i pieset number

PlantCare Components:

1. Main ONIOFF switch 5. Pullout ribbon for the battery 9. Thread of the botle spit
2. Indicator LED 6. Main output pipe 10. Sucking pipe from the botle
3. Battery compartment shutter 7. Splite (main output pipe to the nozzles) 1. The watering timer seector

4. Battery compartment (2xAA) 8. Nozzle pipe. 12. Watering plan selector




